








ZScanner 700 ZScanner 800

Weight 2.1 lbs (980 grams) 2.75 lbs (1.25 Kilograms)

DimenSionS 6.25 x 10.2 x 8.2 inches 6.75 x 10.2 x 8.5 inches
(160 x 260 x 210 mm) (171 x 260 x 216 mm)

meaSurement 18,000 measures/s 25,000 measures/s

laSer claSS ii (eye safe) ii (eye safe)

reSolution 0.004 inches in Z 0.002 inches in XYZ
(0.1 mm in Z) (0.05 mm in XYZ)

XY accuracY up to 50 microns up to 40 microns
(up to 0.002 inches) (up to 0.0015 inches)

iSo 20 µm + 0.2 l/1000 20 µm + 0.1 l/1000

output fileS .Stl, .cSf .Stl, .cSf

incluDeD ZScan software, ZScan software,
acceSSorieS fireWire data transfer cable, fireWire data transfer cable,

pcmcia laptop fireWire card pcmcia laptop fireWire card
calibration plate validation, calibration plate validation,

carry-on case, ergonomic stand carry-on case, ergonomic stand

Scanner SpecificationS

Both the ZScanner 700
and higher resolution
ZScanner 800 bring speed,
ease-of-use and unprecedented
versatility to 3D scanning.
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rEAl-TIME 3d SCANNINg IN ThE PAlM of your hANd

In real time and with one
continuous scan, you can
easily scan any object in
the tightest space. And you
can complete the process
in just minutes.




